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Power Tip for Palm™ V/Vx Series 


25-947 


OWNER’S MANUAL — Please read before using this equipment. 


Thank you for purchasing your RadioShack Power Tip for Paim V/Vx 
Series. It is designed to iet you HotSync® your Paim™ V/Vx Series 
PDA with a personai computer aimost anywhere. With this power tip 
and an optionai USB cabie (avaiiabie at your iocai RadioShack store), 
you can synchronize your PDA with a desktop PC. By synchronizing 
often, you can keep everything up to date on both your PDA and your 
home or office PC, so you’ii aiways have the iatest information at your 
fingertips! 

You can aiso use your power tip with an optionai AC or DC adapter 
(beth avaiiabie at your iocai RadioShack store) te charge your PDA 
virtuaily anytime, anywhere. With your power tip and an optionai AC 
adapter, you can charge yeur PDA by plugging it into any AC outiet in 
your home, office, or hotei. If you are on the move and need a quick 
charge, you can use an optionai DC adapter to piug the power tip into 
your vehicie’s cigarette iighter socket or a standard 10.8-32 VDC 
accessory outlet. So no matter where you are, your PDA will be 
recharged and ready to go! 

Your power tip complies fully with USB specification 1 .1 (0). It supports 
one-touch synchronization (optional), and operates under Windows 
98SE, Windows ME, Windows 2000, and Mac 8.6 OS or later. 

DISCLAIMER 

Information in this document is subject to change without notice. The 
manufacturer does net make any representations or warranties 
(implied or otherwise) regarding the accuracy and completeness of 
this document and shall in no event be liable for any loss of profit or 
any other commercial damage, including but not limited to special, 
incidental, consequential, or other damages. 

No part of this document may be reproduced er transmitted in any 
form by any means, electronic or mechanical, including photocopying, 
recording or information recording and retrieval systems without the 
express written permission of the manufacturer. 

All brand names and product names used in this document are 
trademarks, or registered trademarks of their respective holders. 

SYSTEM REQUIREMENTS 

Before connecting the power tip, be sure your computer’s processor is 
an Intel-compatible 486DX-66 MHz or higher, running Windows 98SE 
or later, Windows 2000, Windows ME, or Mac 8.6 OS or later and hav- 
ing an available USB port. 

Important: 

• The HotSync operating system supplied with your PDA must be 
installed before you install the power tip’s driver (see “Installing 
the Power Tip’s Driver” which pertains to your computer’s 
operating system). Check the documentation supplied with your 
PDA for more information about installing its operating system. 

• The power tip will not work with Windows 3.1 , Windows 95, or 
Windows 98 non-SE operating systems. 


THE FCC WANTS YOU TO KNOW 

This device complies with Part 15 of the FCC Rules. Operation is 
subject to the following two conditions: (1 ) this device may not cause 
harmful interference, and (2) this device must accept any interference 
received, including interference that may cause undesired operation. 


Product: 

Power Tip for Palm V/Vx Series 

Model: 

25-947 

Responsible Party: 

RadioShack 


100 Throckmorton 


Fort Worth, TX 76102 

Phone: 

817-415-3200 


Fe 

This equipment has been tested and found to comply with the limits for 
a Class B digital device, pursuant to Part 15 of the FCC Rules. These 
limits are designed to provide reasenable protectien against harmful 
interference in a residential installation. This equipment generates, 
uses and can radiate radio frequency energy and, if not installed and 
used in accordance with the instructions, may cause harmful 
interference to radio communications. 

However, there is no guarantee that interference will not occur in a 
particular installation. If this equipment does cause harmful 
interference to radio or television reception, which can be determined 
by turning the equipment off and on, the user is enceuraged to try to 
correct the interference by one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 

• Connect the equipment into an outlet on a circuit different from 
that to which the receiver is connected. 

• Consult your local RadioShack store or an experienced radio/TV 
technician for help. 

If you cannot eliminate the interference, the FCC requires that you 
stop using your power tip. 

Changes or modifications not expressly approved by RadioShack may 
cause interference and void the user’s autherity te operate the 
equipment. 



RadioShack, 


©2001 RadioShack Corporation. 

All Rights Reserved. 

RadioShack and RadioShack.com are trademarks used by RadioShack Corporation. 


WWW. radioshack. com’ 


USING THE POWER TIP WITH 
WINDOWS 98SE 

Installing the Power Tip’s Driver 

1. Turn on your computer and PDA. 

2. Use a USB cable (available at your local RadioShack store) to 
connect your computer and the power tip, then connect the power 
tip’s PDA plug to the PDA. The Found New Hardware screen 
appears. 

3. Insert the supplied driver and software installation CD into the 
computer’s CD ROM drive. The Add New Hardware Wizard 
screen where you can search for new drivers for a USB device 
appears. Click Next. 


This wizard searches for new drivers for: 

USB Device 

A device driver is a software program that makes a 
hardware device work. 


Back I Next> [ Cancel | i 



4. Click on Searcti for tfie best driver for your device to search for 
your driver, then click Next. 



What do you want Windows to do? 



Search for the best driver for your device. 
(Recommended). 


^ Display a list of all the drivers in a specific 
location, so you can select the driver you want. 



<Back I Next> | Cancel | 


5. Click CD-ROM drive to find the driver. 



Windows will search for new drivers in its driver database 
on your hard drive, and in any of the following selected 
locations. Click Next to start the search. 

I” Floppy disk drives 
|7 CD-ROM drive 
n Microsoft Windows Update 
n Specify a location; 

r — ^ 3 

Bjowse.. I 


6. Click Next then Finish to finish installing the driver. 



: Back 


Finish 


Cancel [ 


7. To confirm that your device Is Installed successfully, click Start/ 
Settings/Control Panel, double click System, then click Device 
Manager. If the device Is Installed correctly, RadioShack USB to 
Seriai Port (COM3) appears under Ports (COM and LPT). 


System Properties 


General Device Manager | Hardware Profiles | Performance] 

(* View devices by type C View devices by connection 


0 ^ 

a S 

0 ^ 

0 

0-^ 


Hard disk controllers 
Keyboard 
Monitors 
Mouse 

Network adapters 
Ports (COM & LPT) 

^ Communications Port (C0M1) 

^ Communications Port (COM2) 

S/ ECP Printer Port (LPT1) 

M 

Sound, video and game controllers 
System devices 
Universal Serial Bus controllers 
^ ALi PCI to USB Open Host Controller 
RadioShack USB-to-Serial Comm Port 
USB Root Hub 




RadioShack USB to Serial Port (LUM 31 



Properties j Refresh j 

Remove j 


Print... 


Cancel 


Notes: 

• Althcugh ycu dc net usually need tc adjust ycur cemputer’s 
COM pert settings tc use devices that attach to your 
computer’s USB port (such as your power tip), you must check 
the number the COM port Is set to in Step 7 above to make 
sure that the virtual COM port (used by the computer to work 
with the power tip) Is set properly. 

• If your computer has only one COM port or if you have other 
devices connected to your computer’s USB ports, another 
COM port might appear instead of COM3 in the above 
message. 

8. Exit the CD installation menu. 


< Back I Next > | Cancel | 
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Uninstalling the Power Tip 


Using the Power Tip for the First Time 


1 . Click 0 the bottom right of the screen. The following menu 
appears. 


4-00 2:00 PM 


Note; If © does not appear on the bottom right of your screen, 
you must install the HotSync operating system supplied with your 
PDA (see “System Requirements” on Page 1). 

2. Click Setup on the pop up menu. The Setup dialog box appears. 
Then click Local en the dialog box. The setup serial pert (such as 
COM3) appears. 


General Local | Modem] Network] 



3. Make sure the COM port that appears is the same as the one 
shown in Step 7 under “Installing the Pewer Tip’s Driver” on 
Page 2. If it is not, select that COM port. 


1 . Insert the supplied driver and software installatien CD inte the 
cemputer’s CD ROM drive. The My Computer screen appears. 



Computer 

BlilB 


j £ile Edit View Go Favorites Help 

r: 


J -p - • ga i y, ®i a 1 i X a 1 11 - 



Address \m My Computer 


25_947_tip (D;) 
CD-ROM Disc 


Capacity: 1.15 
MB 

□ Used: 1.15 MB 

□ Free; 0 bytes 


i~3y 

35^ Floppy (A:) 

Winnt (C:) 

25 947 tip 

m 

Win98se (E:) 


s 



Win95 (F:) 

Win2000 (G:) 

Winme (H:) 

Winxp (1;) 





Backup (J:) 

Me-backupl 

Me-backup2 

Source (M;) 


(K:) 

(L) 


\M 


S) 

C&] 

9cbeduled 

Tasks 

Printers 

Control Panel 

Dial-Up 

Networking 


Web Folders 

I ]Free Sp< My Computer 

2. Click 25_947_tip (D:) (where D: is the drive letter fer your CD-ROM 
drive). The 25-947_tip (D:) screen appears. 

3. Double-click DRemover9, then click OK to confirm that you want to 
remove the driver. 


J E‘le Edit li'iew Go Favorites tielp 

J ^ ’Sal y. 


y^Address ]^0:\ 


CD D CD It 


25_947_tip 

(DO 


DRemover98_2K.eKe 

Application 


Modified: 
11/6/01 2:45 PM 


1-mac Win2K Win98_ME DRemovei9-.. 





1132KB I ^ My Computer 
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4. Click Yes to restart your computer. 


M E'te E'it View Go Favoiites Help 


^Xj 


4- ' -liM y. ii a I rx h 1 11 - 


J Address 


3 


Q D Q lij 


Win2K Win98_ME DRemovetS... 


25_947_tip 


(DO 

DRemover9t 


Application 

Warning 

Modified: 
11/6/01 2:45 


Size: 132KB 



5eiwpl.inf 


>>.ii 


If you want to install new driver, you must re-boot Windows system now. 
Will you re-boot Windows system immediately? 


2i 


fl 32KB I ej My Computer 


5. The Install Hardware Device Drivers dialog box appears. Click 

Search for a suitable driver for my device then click Next. 

Install Hardwaie Device Drivers 

A device driver is a software program that enables a hardware device to work with 
an operating system. 

This wizard will complete the installation for this device: 

USB Device 




A device driver is a software program that makes a hardware device work. Windows 
needs driver tiles for your new device. T o locate driver files and complete the 
installation click Next. 

What do you want the wizard to do? 

^ Search for a suitable driver for my device (recommended) 

f' Display a list of the known drivers for this device so that I can choose a specific 
driver 


< Back I Next > [ Cancel | 


6. The Locate Driver Files dialog box appears. Click CD-ROM 
drives to search for your driver then click Next. 


USING THE POWER TIP WITH 
WINDOWS 2000 


I Found New Hardware Wizard 


Locate Driver Files 

Where do you want Windows to search for driver files? 



Installing the Power Tip’s Driver 

1 . Turn on your computer. 

2. Use a USB cable (available at your local RadioShack store) to 
connect your computer and the power tip, then connect the power 
tip’s PDA plug to the PDA. The Found New Hardware screen 
appears. 

3. Insert the supplied driver and software installation CD into the 
computer’s CD ROM drive. 


Search for driver files for the following hardware device: 



The wizard searches for suitable drivers in its driver database on your computer and in 
any of the following optional search locations that you specify. 

To start the search, click Next. If you are searching on a floppy disk or CD-ROM drive, 
insert the floppy disk or CD before clicking Next. 

Optional search locations: 
r* Floppy disk drives 
CD-ROM drives 
r* Specify a location 
r Microsoft Windows Update 


< Back I Next> | Cancel | 


4. The Found A/ew Hardware tV/zarc/ screen where you can search 

for new drivers for a USB device appears. Click Next. Driver Files Search Results dialog box appears. Click Next. 



< Back 


Next > I 


Cancel | 


Found New Hardware Wizard 


Driver Files Search Results 

The wizard has finished searching for driver files for your hardware device. 


The wizard found a driver for the following device: 

USB Device 

Windows found a driver for this device. To install the driver Windows found, click Next. 


f:\serwpUnf 





< Back I Next > | Cancel | 
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8. The Completing the Found New Hardware Wizard dialog box 
appears. Click Finish to finish installing the driver. 



9. To confirm that your device is installed successfully, click Start/ 
Settings/Controi Panei, double click System, then click Hardware. 
The following screen appears. 


^j<J 


General] Network Identification Hardware | User Profiles j Advanced | 


r Hardware Wizard- 



The Hardware wizard helps you install, uninstall, repair, 
unplug, eject, and configure your hardware. 


Hardware Wizard... 


Notes: 

• Although you do not usually need to adjust your computer’s 
COM port settings to use devices that attach to your 
computer’s USB port (such as your power tip), you must check 
the number the COM port is set to in Step 1 0 in this section to 
make sure that the virtual COM port (used by the computer to 
work with the power tip) is set properly. 

• If your computer has only one COM port or if you have other 
devices connected to your computer’s USB ports, another 
COM port might appear instead of COM3 in the message in 
Step 10 in this section. 

1 1 . Exit the CD installation menu. 

Using the Power Tip for the First Time 

1. Click© on the bottom right of the screen. A pop up menu 
appears. 

Note: If © does not appear on the bottom right of your screen, 
you must install the HotSync operating system supplied with your 
PDA (see “System Requirements” on Page 1). 

2. Click Setup on the pop up menu. The Setup dialog box appears. 
Then click Local on the dialog box. The setup serial port (such as 
COM3) appears. 

3. Make sure the COM port that appears is the same as the one 
shown in Step 10 to the left. If it is not, select that COM port. 


r Device Manager 



The Device Manager lists all the hardware devices installed 
on your computer. Use the Device Manager to change the 
properties of any device. 


Driver Signing... | | Device Manager. . | 


Uninstalling the Power Tip 

1 . Insert the supplied driver and software installation CD into the 
computer’s CD-ROM drive, then select Dremover9 in the window. 


- Hardware Profiles 

. Hardware profiles provide a way for you to set up and store 
different hardware configurations. 


Hardware Profiles... 


OK I Cancel | Apply 


1 0. Click Device Manager then click Ports (COM and LPT). If the device 
is installed correctly, RadioShack USB-to-Serial Comm Port 
(COM3) appears. 


-lOl x| 


Action View 


I la B I Ggl g |] a I a 


B CUA 

B S Computer 
E) O Disk drives 
B 9 Display adapters 
B S DVD/CD-ROM drives 
B Q Floppy disk controllers 
B Floppy disk drives 

B Q IDE ATA/ATAPI controllers 
B Keyboards 

B ^ Mice and other pointing devices 
B @ Monitors 
B 9 Network adapters 
□ ^ Ports (COM & LPT) 

^ Jj? Communications Port (COMl) 

: Communications Port (COM2) 

’ ^ ECP Printer Port (LPT 1) 

B <Jr Sound; video and game controllers 
B W System devices 
B ^ Universal Serial Bus controllers 


|*>25_947_T1P (»I:) 





1 1 File Edit View Favorites Tools Help 

J -«-• Back • ^ 1 '^Search 

Folders 

ii^History | K H'' 


j Address 2S_947_TIP (D;) 






□ 

□ 


H 

25_947_TIP (DO 

1-MAC 

Wir>2K 

Win98_ME DRemover9. . . 

SERWPL.INF 


DRemover98_2K.exe 

Application 

Modified: 11/6/2001 2;<»5PM 
Size; 132 KB 
Attributes: Read-only 


(Type: Application Size: 132 Kfi [l32 KB 1^. My Computer 


2. Double-click DRemoverS (where D: is the drive letter for your CD- 
ROM drive). Click OK to confirm that you want to remove the 
driver. 



.JPl x| 

J File Edit View Favorites Tools Help 

H 

J -^Back * ’ O '^Search l^Folde'S ^Hstory | liS Pa X | H- 


J Address 2S_947_T1P ©:) 



25_947_TIP (D:) 


Modified: 11/6/2001 2:45 PM 
Size: 132 KB 
Attributes: Read-only 


[Type; Application Size; 13ZKB 


□ □ □ 


1-MAC Win2K Win98_ME DRemover9... SERWPL.INF 




Press OK to remove driver. 


|l32KB 
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3. Click Yes to restart your computer. 



|132 ICB I^My Compeer 


Type; Appltabon Size; 132 KB 


USING THE POWER TIP WITH 
WINDOWS ME 

Installing the Power Tip’s Driver 

1 . Turn on your computer. 

2. Use a USB cable (available at your local RadioShack store) to 
connect your computer and the power tip, then connect the power 
tip’s PDA plug to the PDA. 

3. Insert the supplied driver and software installation CD into the 
computer’s CD ROM drive. The Add New Hardware Wizard 6\a\og 
box appears. Click Automatic search for a better driver then 
click Next. 


Add New Hardware Wizard 


Windows has found the following new hardware: 

Windows can automatically search for and install software 
HHL that supports your hardware. If your hardware came with 

installation media, insert it now and click Next. 

What would you like to do? 

(• Automatic search for a better driver (Recommended] 

C Specify the location of the driver (Advanced) 

\Back I Next> j Cancel | 


4. The Windows has finished installing the new hardware device 
dialog box appears. Click Finish to finish installing the driver. 



5. To confirm that your device is installed successfully, click Start/ 
Settings/Controi Panel, then double click System and click Device 
Manager. If the device is installed correctly, RadioShack USB to 
Serial Port (COM3) appears under Ports (COM and LPT). 


System Properties 


General Device Manager Hardware Profiles | Performance | 


-UxJ 


(• View devices by type C View devices by connection 




p Floppy disk controllers 
p Hard disk controllers 
t Keyboard 
I Monitors 
\ Mouse 

) Network adapters 
' Ports (COM 8, LPT) 

Communications Port (C0M1 ) 

-Jif Communications Port (COM2) 

y Sound, video and game controllers 
[ System devices 
> Universal Serial Bus controllers 

f Intel 82371 AB/EB PCI to USB Universal Host Controller 
RadioShack USB-to-Serial Comm Port 
USB Root Hub 


Properties 


Refresh 


Remove 


Print... 


OK 


Cancel 


Note: If your computer has only one COM pert or if you have 
other devices connected to your computer's USB perts, another 
COM pert might appear instead of COM3 in the message in Step 
5 in this section. 

6. Exit the CD instaiiatien menu. 


Uninstalling the Power Tip 


1 . Insert the supplied driver and software instaiiatien CD inte the 
cemputer’s CD-ROM drive, then seiect Uninstall in the window. 
Doubie-ciick DRemover9 (where D: is the drive ietter for your CD- 
ROM drive). 


|^25_947_TIP (D:) 


1 J File Edit View Favorites lools Help 

13 

|J Back ' ^ ^ S 'i^Search C^aFolders ^History | Pa X | HOI'’ | 

IJ Address 25_947_TIP (D:) 

^ ^Go 1 


a? 


26_947_TIP(D:) 


Select an item to view its 
description. 

Capacity; 1.15MB 
□ Used: 1.15 MB 
D Free: 0 bytes 



See also: 

Mv Documents 
Mv Network Places 
Mv Computer 
|5 objectfs] 


ID □ □ 


Win98_ME DRemoveiS., SERWPL 


"|140KB 
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2. Click OK to confirm that you want to remove the driver. 


|r^25_947_TIP^) 

JSlx] 

|j File Edit View Favorites Tools Help 

^3 

|j 4^ Back ^ 1 '^Search ^History | Pa X till 1 MU* 

1 J Address 25_947_TIP (Q;) 

^ 1 ^Go 


25_947_TIP (DO 


DRemover98_2K.eHe 

Application 

Modified: 11/6/2001 2;45PM 
Size: 132 KB 
Attributes: Read-only 


□ □ □ H H 

l-MAC Win2K Win98 ME DRemover9... SERWPL.INF 


Press OK to remove driver. 


xJ 


|l32 KB 


I |Type: Application Size: 132 KB 


^ My Computer 


3. Click Yes to restart your computer. 




-inl 


J File Edit View Favorites Joo'* tl®lp 


‘'Back ^ ^ ^ ^ I '^Search Folders ^History | X | SH'’ 


Address 25_947_TiP (D:) 


•^1 ^Go 


I'SiP 

26_947_TIP(D) 


D □ D a s 

i-MAC Win2K Win98_ME DRemoverS... SERWPL 


DRemover98_2K 

Application 

Modified: 11/6/2001 2:45 PM 
Size; 132 KB 
Attributes: Read-only 


■„ii 




If you want to install new driver, you must re-boot Windows system now. 
Will you te-bool Windows system immediately? 


|Type: Application Size: 132 KB 


|132 KB My Computer 


USING THE POWER TIP WITH 
A MACINTOSH OS 

Installing the Power Tip’s Driver 

1 . Drag the decompressed file PL2303 onto your System Folder (or 
drop it into the Extension folder in the System Folder). The 
following dialog box appears. Click OK. 



This item needs to be stored in the 
Extensions folder in order to be available to 
the computer. Put “PL2303*' into the 
Extensions folder? 


I j ll 01^ ll 


Note: You might need to use deeompression software such as 
Stuffit Expander to decompress the file. 

2. Restart your computer. 


3. Choose Instant Palm Menu — > HotSync — > Setup. 


Edit Users... 


Install Handheld Files... 

Find Contact... 

Create V 


Conduit Settings...^ 

Events & Appointments 

View Log... 

Tasks 




4. In the Local Setup Port, click Modem Port USB. 


□ =, HotSync Software Setup g 

/ Hot^c Controls\/ Seri(HPortSettings\ 


Check for hondheta connection using: 
^ Local Setup 
O Modem Setup 
s OBott Setups 


a 


- Status 

Local Sotup prepares this computer to HotSync with 
a hanUheW in Hs cradie connected tc the seriai port 
specified below. 


Local Setup 


speed : [ As fast as possfcle 4-1 


Modem Setup 

Modem: [ Custom 
ISJ Custom : |S< 

Modem Speaker i Q On ® Off 



Port : I Modem Port USB 1 1 


5. Follow the instructions provided with your PDA to FlotSync 
between the PDA and a desktop PC using the power tip and an 
optional USB cable. 

Uninstalling the Power Tip 

To uninstall the power tip, delete the file “PL2303” from the Extension 
folder in the System Folder. 
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OPERATION (ALL OPERATING SYSTEMS) 

To HotSync between the PDA and your computer, press © on the left 
side of the power tip. 

CARE 

Keep the power tip dry; if it gets wet, wipe it dry immediately. Use and 
store the power tip only in normal temperature environments. Handle 
the power tip carefully; do not drop it. Keep the power tip away from 
dust and dirt, and wipe it with a damp cloth occasionally to keep it 
looking new. 

Modifying or tampering with the power tip's internal components can 
cause a malfunction and might invalidate its warranty and void your 
FCC authorization to operate it. If your power tip is not performing as it 
should, take it to your local RadioShack store for assistance. 


Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai 
and workmanship under normai use for ninety (90) days from the date of purchase 
from RadioShack company-owned stores and authorized RadioShack franchisees 
and deaiers. EXCEPT AS PROViDED HEREiN, RadioShack MAKES NO EXPRESS 
WARRANTiES AND ANY iMPLiED WARRANTiES, iNCLUDiNG THOSE OF MER- 
CHANTABiLiTY AND FiTNESS FOR A PARTiCULAR PURPOSE, ARE LiMiTED iN 
DURATiON TO THE DURATiON OF THE WRiTTEN LiMiTED WARRANTiES CON- 
TAiNED HEREiN. EXCEPT AS PROViDED HEREiN, RadioShack SHALL HAVE NO 
LiABiLiTY OR RESPONSiBiLiTY TO CUSTOMER OR ANY OTHER PERSON OR 
ENTiTY WiTH RESPECT TO ANY LiABiLiTY, LOSS OR DAMAGE CAUSED Di- 
RECTLY OR iNDiRECTLY BY USE OR PERFORMANCE OF THE PRODUCT OR 
ARiSiNG OUT OF ANY BREACH OF THiS WARRANTY, iNCLUDiNG, BUT NOT 
LiMiTED TO, ANY DAMAGES RESULTiNG FROM iNCONVENiENCE, LOSS OF 
TiME, DATA, PROPERTY, REVENUE, OR PROFiT OR ANY iNDiRECT, SPECiAL, 
iNCiDENTAL, OR CONSEQUENTiAL DAMAGES, EVEN iF RadioShack HAS BEEN 
ADViSED OF THE POSSiBiLiTY OF SUCH DAMAGES. 

Some states do not aiiow iimitations on how long an implied warranty lasts or the ex- 
clusion or limitation of incidental or consequential damages, so the above iimitations 
or exclusions may not apply to you. 

In the event of a product defect during the warranty period, take the product and the 
RadioShack sales receipt as proof of purchase date to any RadioShack store. 
RadioShack will, at its option, unless otherwise provided by law: (a) correct the defect 
by product repair without charge for parts and labor; (b) replace the product with one 
of the same or similar design; or (c) refund the purchase price. All replaced parts and 
products, and products on which a refund is made, become the property of 
RadioShack. New or reconditioned parts and products may be used in the perfor- 
mance of warranty service. Repaired or replaced parts and products are warranted for 
the remainder of the original warranty period. You will be charged for repair or replace- 
ment of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of 
God, abuse, accident, misuse, improper or abnormal usage, failure to follow instruc- 
tions, improper installation or maintenance, alteration, lightning or other incidence of 
excess voltage or current; (b) any repairs other than those provided by a RadioShack 
Authorized Service Facility; (c) consumables such as fuses or batteries; (d) cosmetic 
damage; (e) transportation, shipping or insurance costs; or (f) costs of product re- 
moval, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which 
vary from state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 

12/99 


RadioShack Corporation 
Fort Worth, Texas 76102 


25-947 
11A01 
Printed in China 




